
Elements™ 30w LED Module

Elements™ 16w LED Module

Model : LED-530

Wattage: 30

Lumens: 1200 at 3000ºK

Kelvin Temperature: 2850ºK or 3000ºK (+/- 2%)

Standard CRI: 95

Accessories and customization available: Tuning, dimming, beam  angles, 
Kelvin temperature, shielding and filtering

Beam Angles: 14° Spot, 21° Narrow Flood, 34° Flood, 6° beam angle also available

Model : LED-516

Wattage: 16

Lumens: 640 at 3000ºK

Kelvin Temperature: 2850ºK or 3000ºK (+/- 2%)

Standard CRI: 95

Accessories and customization available: Tuning, dimming, beam angles, 
Kelvin temperature, shielding and filtering

Beam Angles: 14° Spot, 21° Narrow Flood, 34° Flood, 6° beam angle also available
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Beam Width

10 ft.
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6 ft.
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50 fc.
500 lx.

70 fc.
800 lx.

130 fc.
1400 lx.

290 fc.
3100 lx.
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12300 lx.
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14º Spot Optics
640 Lumens 3000°K Emitter

14º Spot Optics

8"

14"

20"

26"

32"

Beam Width

10 ft.

8 ft.

6 ft.

4 ft.

2 ft.

90 fc.
900 lx.

130 fc.
1400 lx.

240 fc.
2600 lx.

530 fc.
5700 lx.

2140 fc.
23000 lx.

Source
Lux at center

1200 Lumens

Foot-candles at center

3000°K Emitter
Distance from

21º Narrow Flood Optics

10"

20"

28"

38"

46"

Beam Width

10 ft.

8 ft.

6 ft.

4 ft.

2 ft.

30 fc.
300 lx.

40 fc.
500 lx.

80 fc.
800 lx.

170 fc.
1800 lx.

680 fc.
7300 lx.

Source
Lux at center

640 Lumens

Foot-candles at center

3000°K Emitter
Distance from

21º Narrow Flood Optics

10"

20"

28"

38"

46"

Beam Width

10 ft.

8 ft.

6 ft.

4 ft.

2 ft.

70 fc.
700 lx.

110 fc.
1200 lx.

190 fc.
2000 lx.

430 fc.
4600 lx.

1710 fc.
18400 lx.

Source
Lux at center

1200 Lumens

Foot-candles at center

3000°K Emitter
Distance from

34º Flood Optics

16"

32"

46"

60"

76"

Beam Width

10 ft.

8 ft.

6 ft.

4 ft.

2 ft.

10 fc.
100 lx.

20 fc.
200 lx.

30 fc.
300 lx.

80 fc.
800 lx.

300 fc.
3200 lx.

Source
Lux at center

640 Lumens

Foot-candles at center

3000°K Emitter
Distance from

34º Flood Optics

16"

32"

46"

60"

76"

Beam Width

10 ft.

8 ft.

6 ft.

4 ft.

2 ft.

20 fc.
200 lx.

40 fc.
400 lx.

60 fc.
700 lx.

140 fc.
1500 lx.

560 fc.
6000 lx.

Source
Lux at center

1200 Lumens

Foot-candles at center

3000°K Emitter
Distance from
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