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Standard LED Modules
Lumen totals listed below reflect total delivered lumens per LED module.

8"

17"

26"

35"

43"

Beam Width

16 ft.

7 ft.

3 ft.

29 fc.
315 lx.

46 fc.
492 lx.

81 fc.
875 lx.

183 fc.
1969 lx.

732 fc.
7876 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

591 Lumens, 12w, 12°Optics, 2700°K, 95CRI

LED-512-12

5"

10"

13"

18"

23"

Beam Width

16 ft.

7 ft.

3 ft.

75 fc.
811 lx.

118 fc.
1266 lx.

209 fc.
2251 lx.

471 fc.
5066 lx.

1883 fc.
20263 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

337 Lumens, 6w, 6°Optics, 2700°K, 95CRI

LED-506-6

16"

32"

48"

65"

80"

Beam Width

16 ft.

7 ft.

3 ft.

12 fc.
124 lx.

18 fc.
194 lx.

32 fc.
345 lx.

72 fc.
776 lx.

289 fc.
3106 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

646 Lumens, 12w, 22°Optics, 2700°K, 95CRI

LED-512-22

5"

8"

13"

18"

22"

Beam Width

16 ft.

7 ft.

3 ft.

97 fc.
1048 lx.

152 fc.
1638 lx.

271 fc.
2911 lx.

609 fc.
6550 lx.

2434 fc.
26202 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

433 Lumens, 8w, 6°Optics, 2700°K, 95CRI

LED-708-6

8"

16"

24"

32"

41"

Beam Width

16 ft.

7 ft.

3 ft.

83 fc.
896 lx.

130 fc.
1400 lx.

231 fc.
2490 lx.

520 fc.
5602 lx.

2082 fc.
22406 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

1189 Lumens, 14w, 12°Optics, 2700°K, 95CRI

LED-714-12

14"

29"

44"

59"

73"

Beam Width

16 ft.

7 ft.

3 ft.

28 fc.
296 lx.

43 fc.
462 lx.

76 fc.
822 lx.

172 fc.
1850 lx.

687 fc.
7398 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

1160 Lumens, 14w, 22°Optics, 2700°K, 95CRI

LED-714-22

11"

22"

32"

43"

54"

Beam Width

16 ft.

7 ft.

3 ft.

48 fc.
515 lx.

75 fc.
805 lx.

133 fc.
1430 lx.

299 fc.
3218 lx.

1196 fc.
12873 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

1485 Lumens, 16w, 12°Optics, 2700°K, 95CRI

LED-716-12

16"

31"

47"

62"

78"

Beam Width

16 ft.

7 ft.

3 ft.

30 fc.
317 lx.

46 fc.
496 lx.

82 fc.
882 lx.

184 fc.
1984 lx.

737 fc.
7936 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

1406 Lumens, 16w, 22°Optics, 2700°K, 95CRI

LED-716-22

36"

72"

108"

144"

180"

Beam Width

16 ft.

7 ft.

3 ft.

8 fc.
83 lx.

12 fc.
130 lx.

22 fc.
232 lx.

48 fc.
521 lx.

194 fc.
2086 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

1351 Lumens, 16w, 45°Optics, 2700°K, 95CRI

LED-716-45

10"

18"

28"

36"

46"

Beam Width

16 ft.

7 ft.

3 ft.

86 fc.
921 lx.

134 fc.
1440 lx.

238 fc.
2560 lx.

535 fc.
5759 lx.

2140 fc.
23037 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

2003 Lumens, 30w, 12°Optics, 3000°K, 95CRI

LED-930-12

16"

31"

47"

62"

78"

Beam Width

16 ft.

7 ft.

3 ft.

42 fc.
447 lx.

65 fc.
699 lx.

116 fc.
1243 lx.

260 fc.
2797 lx.

1039 fc.
11187 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

2119 Lumens, 30w, 22°Optics, 3000°K, 95CRI

LED-930-22

30"

59"

89"

119"

148"

Beam Width

16 ft.

7 ft.

3 ft.

17 fc.
184 lx.

27 fc.
287 lx.

47 fc.
510 lx.

107 fc.
1147 lx.

426 fc.
4588 lx.

SourceFoot-candles at center
Lux at center

Distance from

13 ft.

10 ft.

2328 Lumens, 30w, 45°Optics, 3000°K, 95CRI

LED-930-45
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