
50mm, 70mm,  

and 90mm LED 

modules available 

with filter rings, 

shielding cylinders, 

and filter media.

Modular International, Inc.



Modular Multiples®
The Original Multiple Light Family of Fixtures

Modular International, Inc.
1-412-734-9000
www.modularinternational.com

 Available 50mm LED Modules

REV. 05/12/23

Model  
Number1 Watts Beam 

Angle CRI Lumens2 Lumens  
per watt

Tested 
  K-Temp3

LEDDW-507-17 7 17° 90+ 419 60 3000K

LEDDW-507-30 7 30° 90+ 394 56 3000K

LEDDW-507-40 7 40° 90+ 400 57 3000K

LEDDW-508-17 8 17° 90+ 575 68 3000K

LEDDW-508-30 8 30° 90+ 540 70 3000K

LEDDW-508-40 8 40° 90+ 556 72 3000K

LEDDW-509-17 9 17° 90+ 705 78 3000K

LEDDW-509-30 9 30° 90+ 658 73 3000K

LEDDW-509-40 9 40° 90+ 676 75 3000K

LEDDW-511-17 11 17° 90+ 830 75 3000K

LEDDW-511-30 11 30° 90+ 795 72 3000K

LEDDW-511-40 11 40° 90+ 818 74 3000K

1 Catalog specification example: LEDDW-511-40 2 Lumen values are delivered lumen totals.
3 Kelvin Temperature: 1800ºK - 3000ºKSELECTED BEAM ANGLE

SELECTED WATTAGE
50MM DIAMETER



Modular Multiples®
The Original Multiple Light Family of Fixtures

Modular International, Inc.
1-412-734-9000
www.modularinternational.com

 Available 50mm LED Modules

REV. 05/12/23
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LEDDW-511-17

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

4221 
lx 

1055 
lx 

469  
lx 

264  
lx 

169  
lx 

117  
lx 

86  
lx 

66  
lx 

52  
lx 

42  
lx 

35  
lx 

29  
lx 

25  
lx 

22  
lx 

19  
lx 

16 
lx 

15  
lx 

13  
lx 

12  
lx 

11  
lx

392.1
fc 

98.0 
fc 

43.6
fc 

24.5 
fc 

15.7 
fc 

10.9 
fc 

8.0 
fc 

6.1  
fc 

4.8  
fc 

3.9  
fc 

3.2 
fc 

2.7  
fc 

2.3  
fc 

2.0  
fc 

1.7  
fc 

1.5 
fc 

1.4  
fc 

1.2  
fc 

1.1  
fc 

1.0 
 fc
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LEDDW-511-30

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

1796 
lx

449 
lx

200 
lx

112 
lx

72 
lx

50 
lx

37
lx

28
lx

22 
lx

18 
lx

15 
lx

12 
lx

11 
lx

9 
lx

8 
lx

7 
lx

6 
lx

6 
lx

5 
lx

4 
lx

166.9
fc

41.7
fc

18.5
fc

10.4
fc

6.7
fc

4.6
fc

3.4
fc

2.6
fc

2.1
fc

1.7
fc

1.4
fc

1.2
fc

1.0
fc

0.9 
fc

0.7 
fc

0.7 
fc

0.6 
fc

0.5 
fc

0.5 
fc

0.4 
fc

180 165
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LEDDW-511-40

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

1367 lx 342 lx 152 lx 85 lx 55 lx 38 lx 28 lx 21 lx 17 lx 14 lx 11 lx 9 lx 8 lx 7 lx 6 lx 5 lx 5 lx 4 lx 4 lx 3 lx

127.0 
fc

31.7 
fc

14.1 
fc

7.9 
fc

5.1 
fc

3.5 
fc

2.6 
fc

2.0 
fc

1.6 
fc

1.3  
fc

1.0  
fc

0.9  
fc

0.8 
fc

0.6 
fc

0.6 
fc

0.5 
fc

0.4 
fc

0.4 
fc

0.4 
fc

0.3 
fc 

Beam Details
All information shown below measured with filter ring installed. Filter media and shielding options available.



Modular Multiples®
The Original Multiple Light Family of Fixtures

Modular International, Inc.
1-412-734-9000
www.modularinternational.com REV. 05/12/23

 Available 70mm LED Modules

Model  
Number1 Watts Beam 

Angle CRI Lumens2 Lumens  
per watt

Tested 
  K-Temp3

LEDDW-713-20 13 20° 90+ 1,211 93 3000K

LEDDW-713-30 13 30° 90+ 1,194 92 3000K

LEDDW-713-40 13 40° 90+ 1,123 86 3000K

LEDDW-713-55 13 55° 90+ 1,167 90 3000K

LEDDW-719-20 19 20° 90+ 1,689 84 3000K

LEDDW-719-30 19 30° 90+ 1,676 84 3000K

LEDDW-719-40 19 40° 90+ 1,599 80 3000K

LEDDW-719-55 19 55° 90+ 1,659 83 3000K

LEDDW-726-20 26 20° 90+ 2,217 85 3000K

LEDDW-726-30 26 30° 90+ 2,204 85 3000K

LEDDW-726-40 26 40° 90+ 2,107 81 3000K

LEDDW-726-55 26 55° 90+ 2,227 86 3000K

LEDDW-730-20 30 20° 90+ 2,539 85 3000K

LEDDW-730-30 30 30° 90+ 2,493 83 3000K

LEDDW-730-40 30 40° 90+ 2,379 79 3000K

LEDDW-730-55 30 55° 90+ 2,491 83 3000K

1 Catalog specification example: LEDDW-730-55 2 Lumen values are delivered lumen totals.
3 Kelvin Temperature: 1800ºK - 3000ºKSELECTED BEAM ANGLE

SELECTED WATTAGE
70MM DIAMETER



Modular Multiples®
The Original Multiple Light Family of Fixtures

Modular International, Inc.
1-412-734-9000
www.modularinternational.com REV. 05/12/23

 Available 70mm LED Modules
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LEDDW-730-20

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

14059
lx

3515
lx

1562
lx

879
lx

562
lx

391
lx

287
lx

220
lx

174
lx

141
lx

116
lx

98
lx

83
lx

72
lx

62
lx

55
lx

49
lx

43
lx

39
lx

35
lx

1306.2
fc

326.5
fc

145.1
fc

81.6
fc

52.2
fc

36.3
fc

26.7
fc

20.4
fc

16.1
fc

13.1
fc

10.8
fc

9.1
fc

7.7
fc

6.7
fc

5.8
fc

5.1
fc

4.5
fc

4.0
fc

3.6
fc

3.3
fc
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LEDDW-730-30

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

6199 
lx

1550 
lx

689 
lx

387 
lx

248 
lx

172 
lx

127 
lx

97 
lx

77 
lx

62 
lx

51 
lx

43 
lx

37 
lx

32 
lx

28 
lx

24 
lx

21 
lx

   19 
  lx

17 
lx

15 
lx

576.0 
fc

144.0 
fc

64.0 
fc

36.0 
fc

23.0 
fc

16.0 
fc

11.8 
fc

9.0 
fc

7.1 
fc

5.8 
fc

4.8 
fc

4.0 
fc

3.4 
fc

2.9 
fc

2.6 
fc

2.2 
fc

2.0 
fc

1.8 
fc

1.6 
fc

1.4 
fc
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LEDDW-730-40

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

4096 
lx

1024 
lx

455 
lx

256 
lx

164 
lx

114 
lx

84 
lx

64 
lx

51 
lx

41 
lx

34 
lx

28 
lx

24 
lx

21 
lx

18 
lx

16 
lx

14 
lx

13 
lx

11 
lx

10 
lx

380.5 
fc

95.1 
fc

42.3 
fc

23.8
 fc

15.2 
fc

10.6 
fc

7.8 
fc

5.9 
fc

4.7 
fc

3.8 
fc

3.1 
fc

2.6 
fc

2.3 
fc

1.9 
fc

1.7 
fc

1.5 
fc

1.3 
fc

1.2 
fc

1.1 
fc

1.0 
fc
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LEDDW-730-55

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

3343 
lx

836 
lx

371 
lx

209 
lx

134 
lx

93
lx

68 
lx

52 
lx

41 
lx

33 
lx

28 
lx

23 
lx

20 
lx

17 
lx

15 
lx

13 
lx

12 
lx

10 
lx

9 
lx

8 
lx

310.6 
fc

77.7 
fc

34.5 
fc

19.4 
fc

12.4 
fc

8.6 
fc

6.3 
fc

4.9 
fc

3.8 
fc

3.1 
fc

2.6 
fc

2.2 
fc

1.8 
fc

1.6 
fc

1.4 
fc

1.2 
fc

1.1 
fc

1.0 
fc

0.9 
fc

0.8 
fc

Beam Details
All information shown below measured with filter ring installed. Filter media and shielding options available.



Modular Multiples®
The Original Multiple Light Family of Fixtures

Modular International, Inc.
1-412-734-9000
www.modularinternational.com REV. 05/12/23

 Available 90mm LED Modules

Model  
Number1 Watts Beam 

Angle CRI Lumens2 Lumens  
per watt

Tested 
  K-Temp3

LEDDW-936-30 36 30° 90+ 3,032 84 3000K

LEDDW-936-45 36 45° 90+ 3,018 84 3000K

LEDDW-936-55 36 55° 90+ 3,090 86 3000K

LEDDW-936-90 36 90° 90+ 3,157 88 3000K

LEDDW-940-30 40 30° 90+ 3,325 83 3000K

LEDDW-940-45 40 45° 90+ 3,308 83 3000K

LEDDW-940-55 40 55° 90+ 3,428 86 3000K

LEDDW-940-90 40 90° 90+ 3,449 86 3000K

1 Catalog specification example: LEDDW-940-90 2 Lumen values are delivered lumen totals.
3 Kelvin Temperature: 1800ºK - 3000ºKSELECTED BEAM ANGLE

SELECTED WATTAGE
90MM DIAMETER

HEXCELL LOUVER (-HL)

SATIN  ETCHED (-SE)

CLEAR GLASS (-CG)

LINEAR SPREAD (-LS) PRISMATIC WIDE SPREAD (-PS)

DIFFUSING  SPREAD (-DS)

FILTER MEDIAGIMBAL RING ASSEMBLY

FILTER RING (-FR) SHIELDING CYLINDER (-CY)

Filter Ring / Shielding Cylinder / Filter Media 

Applicable to all Modular LED modules.



Modular Multiples®
The Original Multiple Light Family of Fixtures

Modular International, Inc.
1-412-734-9000
www.modularinternational.com REV. 05/12/23

 Available 90mm LED Modules
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LEDDW-940-45

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

4042 
lx

1011 
lx

449 
lx

253 
lx

162 
lx

162 
lx

82
lx

63 
lx

50 
lx

40 
lx

33 
lx

28 
lx

24 
lx

21 
lx

18 
lx

16 
lx

14 
lx

12 
lx

11 
lx

10 
lx

375.5 
fc

93.9 
fc

41.7 
fc

23.5 
fc

15.0 
fc

10.4 
fc

7.7 
fc

5.9 
fc

4.6 
fc

3.8 
fc

3.1 
fc

2.6 
fc

2.2 
fc

1.9 
fc

1.7 
fc

1.5 
fc

1.3 
fc

1.2 
fc

1.0 
fc

0.9 
fc
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LEDDW-940-55

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

3705 
lx

926 
lx

412 
lx

232 
lx

148 
lx

103 
lx

76 
lx

58 
lx

46 
lx

37 
lx

31 
lx

26 
lx

22 
lx

19 
lx

16 
lx

14 
lx

13 
lx

11 
lx

10 
lx

9 
lx

344.2 
fc

86.1 
fc

38.2 
fc

21.5 
fc

13.8 
fc

9.6 
fc

7.0 
fc

5.4 
fc

4.2 
fc

3.4 
fc

2.8 
fc

2.4 
fc

2.0 
fc

1.8 
fc

1.5 
fc

1.3 
fc

1.2 
fc

1.1 
fc

1.0 
fc

0.9 
fc
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LEDDW-940-90

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

1953 
lx

488 
lx

217 
lx

122 
lx

78 
lx

54 
lx

40 
lx

31 
lx

24 
lx

20 
lx

16 
lx

14 
lx

12 
lx

10 
lx

9 
lx

8 
lx

7 
lx

6 
lx

5
lx

5 
lx

181.5 
fc

45.4 
fc

20.2 
fc

11.3 
fc

7.3 
fc

5.0 
fc

3.7 
fc

2.8 
fc

2.2 
fc

1.8 
fc

1.5 
fc

1.3 
fc

1.1 
fc

0.9 
fc

0.8 
fc

0.7 
fc

0.6 
fc

0.6 
fc

0.5 
fc

0.5 
fc

Beam Details
All information shown below measured with filter ring installed. Filter media and shielding options available.

LEDDW-940-30

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3 
ft 

6.6 
ft 

9.8 
ft 

13.1 
ft 

16.4  
ft 

19.7 
ft 

23.0 
ft 

26.2 
ft 

29.5 
ft 

32.8 
ft 

36.1 
ft 

39.4 
ft 

42.7 
ft 

45.9 
ft 

49.2 
ft 

52.5 
ft 

55.8 
ft 

59.1 
ft 

62.3 
ft 

65.6 
ft

6157
lx

1539
lx

684
lx

385
lx

246
lx

171
lx

126
lx

96
lx

76
lx

62
lx

51
lx

43
lx

36
lx

31
lx

27
lx

24
lx

21
lx

19
lx

17
lx

15
lx

572.0
fc

143.0
fc

63.6
fc

35.8
fc

22.9
fc

15.9
fc

11.7
fc

8.9
fc

7.1
fc

5.7
fc

4.7
fc

4.0
fc

3.4
fc

2.9
fc

2.5
fc

2.2
fc

2.0
fc

1.8
fc

1.6
fc

1.4
fc
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50mm, 70mm,  

and 90mm LED 

modules available 

with filter rings, 

shielding cylinders, 

and filter media.

Modular International, Inc.

Modular International, Inc.    412-734-9000    www.modularinternational.com


